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BRP- ROTAX have introduced a new improved clutch designed
« toincrease durability and to reduce maintenance
« _toreduce cost of maintenance
The new MAX centrifugal clutch consists of the following new items:

Pos_| Qiy. | BRP-Rolax partno. | Descripion
T 1 [assi0 Starlr gear
2 [t [es9902 Gltch (height 11,6 mm]
5[5 [ei0036 Allen screw Mox 12
41 [eso0%0 Chich drum
5 [ 2 (2543 Balance gear
6 1_[281720 Retrofit kit clutch 125 MAX (pos. 1+2+3+4+5)
6 1 281720 Retrofit kit clutch 125 MAX (pos. 1+2+3+4+5)
( Retrofit program, 25%Discount,valid until 30" April
2000)
e Fixation fool or sprockel
Note:
Sprockets including all fiations items of the “sprocket — clutch drum connection” stay
unchanged.

‘The new clutch drum requires a new tool (Pos. 7) for the fixation of the sprocket to the
clutch drum.

The new starter gear requires a new starter gear puller (part No. 276016)

The new centrifugal clutch has reduced rotating mass (compared to the previous
centrifugal clutch) hence the load on the plastic balance gears during acceleration and
deceleration willincrease. Therefore it is mandatory to use the new (steel) balance
gears (Pos 5) in combination with the new centrifugal clutch

Al remaining parts stay unchanged.

The new steel clutch assy. may only be used in conjunction with the new steel balance
gears (part N0.234436).

The old type clutch assy. may be used with the new balance gears (part No.234436) or
old type plastic balance gears (part No.234431).

‘The new steel clutch assy. and steel balance gears are legal to use as of 1 January
2009
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The correct installation procedure is as follows:
«  Fit starter gear, applying Loctite 648 to the taper, tighten crank nut (part No. 842314)
M20x1.5 to 100Nm.

« Apply Loctite 648 into the 3 threads of the starter gear (not on the threads of the 3 Allen
screws).

« Remove any excessive Loctite from the starter gear.

« Fit the centrifugal clutch to the starter gear (take care on the alignment of the
corresponding fixation holes).

« Fitthe 3 Allen screws and tighten to 20 Nm (not 12 Nm)

« Fit sprocket to clutch drum applying Loctite 648 to sprocket nut (part No.242925) and
tighten to 100 Nm

« Fit sprocket and clutch drum assembly to crankshatt applying Loctite 221 to crank nut
(part N0.942950)
And tighten to 60 N

11! Loctite 648

20 Nm !1!
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The new steel balance gears must be assembled with all marks aligned as shown

NOTE

The gear cover oil level screw is no longer correct for use with the
new steel balance gears. To obtain the correct oillevel it is necessary
to drain and refil the gear compartment with 100cc of oil.




